
 
 

ADDENDUM - 03 03-1 

 

BID # 01-220518 
DISTRICT WIDE SEAL & STRIPE PROJECT – WEST SIDE 
VICTOR ELEMENTARY SCHOOL DISTRICT 
VICTORVILLE, CA 
 
May 13th, 2022 

ADDENDUM – 03 

  

PLANS & SPECIFICATIONS 

ITEM NO. 1 PROJECT MANUAL, SPECIFICATION SECTION- 001116 NOTICE INVITING 
BIDS 

A. The bid deadline remains 10:00 o’clock AM. on the 18th day of May 2022. 
The location for receipt of Bids remains the District Office for Victor 
Elementary School District, located at 12219 2nd Ave., Victorville, CA 92395.  

ITEM NO. 2 PROJECT MANUAL, PLANS SECTION- 2022 ASPHALT MAPS – WEST SIDE 

A. Add General Notes, details and Special Conditions on all sheets to be applied 
throughout the project. 

B. Revise site plans to include scope areas and specific areas that require R&R 
and Grind/Overlay per site. 

C. Add Sheet D-1 to include additional striping required at Discovery School of 
the Arts. 

D. Add Sheet P-1 to include additional striping required at Puesta Del Sol 
Elementary School. 

E. Add Sheet L-1 to include additional striping required at Liberty School of 
Creativity and Innovation. 

ITEM NO. 3 PROJECT MANUAL, CONTRACT REQUIREMENTS – PROJECT 
SCHEDULE 

A. Add Project Schedule dated 05/05/2022. 
 

REQUESTS FOR CLARIFICATIONS 

ITEM NO. 4 Question: Project Manual, Notice Inviting Bids states that the successful bidder 
must possess a valid and active A or B license at the time of bid and throughout 
the duration of this Contract. Please advise if a C12 license is acceptable. 



 
 

ADDENDUM - 03 03-2 

Response: All Bidders 
 A valid and active C12 license at the time of bid and throughout the duration of 

the Contract is acceptable. 
 

ITEM NO. 5 Question: Project Manual, Specifications call out Guard Top as the product to 
be used for Sealcoat. Please advise if Gold Seal can be utilized in lieu of Guard 
Top. 

Response: All Bidders 
 Guard Top to be preferred material, contractor to provide substitution request 

for Gold Seal for review and approval.  
 

ITEM NO. 6 Question: Project Manual, Minimum Asphalt Specification Item 1b notes that for 
Cracks greater than 3/4 inch a minimum of 2 inches is to be cut on each side of 
the crack. General note No.3 states contractor is to follow Detail A which 
provides an 18 inch section. Please advise how to proceed. 

Response: All Bidders 
 Contractors to follow Detail A & B as it applies per General Notes for repairs of 

cracks greater than 3/4 inch. 
 

ADDEDNUM ATTACHMENTS 
 

- Revised Site Plans – West Side (9 Sites) 
- Sheet D-1: Additional Striping 
- Sheet P-1: Additional Striping 
- Sheet L-1: Additional Striping 
- Project Schedule 

 
 

END OF ADDENDUM 03 
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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Special Conditions1. Contractor to provide an alternate to remove and replace 1500 SF with Asphalt, also provide a separate alternate to replace with concrete.2. Contractor to provide additional striping as shown per Sheet P-1: Additional Striping Plan.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.
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General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.

anajjar
Text Box


anajjar
Text Box
              Scope of Work                 Remove and Replace                 Grind and Overlay  (300 SF)

anajjar
Correct

anajjar
Correct

anajjar
Correct

anajjar
Line

anajjar
Cloud

anajjar
Cloud

anajjar
PolyLine

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Dimension
9"

anajjar
Dimension
9"

anajjar
Dimension
1 1/2"

anajjar
Dimension
18"

anajjar
Line

anajjar
Line

anajjar
Dimension
CRACK > 3/4"

anajjar
Polygon

anajjar
Callout
GRIND AND OVERLAY TO BOTTOM OF CRACK

anajjar
Text Box
DETAIL A - ASPHALT CRACK REPAIR

anajjar
Rectangle

anajjar
Text Box
NTS

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
PolyLine

anajjar
Rectangle

anajjar
PolyLine

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Polygon

anajjar
Dimension
18"

anajjar
Dimension
1 1/2"

anajjar
Callout
EXISTING CONCRETE

anajjar
Dimension
CRACK > 3/4"

anajjar
Callout
GRIND & OVERLAY SECTION SHOWN , TAPER TO BOTTOM OF CRACK

anajjar
Text Box
DETAIL B - ASPHALT-CONCRETE CRACK REPAIR

anajjar
Rectangle

anajjar
Text Box
NTS

anajjar
Snapshot

anajjar
Snapshot



jpont
Pen
,

jpont
Pen
as

jpont
Pen
\

jpont
Pen
"

jpont
Highlight

jpont
Highlight

jpont
Highlight

jpont
Highlight

jpont
Highlight

jpont
Highlight

lwertanen
Rectangle

anajjar
Text Box
General Notes - Applies to all sites1. All stripping to be returned to original layout, with the exception of COVID related markings and campus sprayed directional arrows.2. Contractor to provide documentation/record of existing striping conditions for districts use for confirmation.   3. Contractor to provide restroom for contractor use at each site. 4. Contractor to follow Detail A for cracks that are greater than 3/4" wide, per existing field conditions.5. Contractor to follow Detail B at areas where asphalt and concrete meet and separation is greater than 3/4" wide. 6. District to address wheel stops at areas that apply.7. District to address weed killer application across all sites prior to slurry seal coat, contractor to coordinate with District. 8. Contractor to ensure crack repairs are clean and free of all debris prior to repairs. 9. Scope of work includes slurry seal of asphalt areas only, areas where striping continues on concrete to be included in contractor scope of work.10. Scope of work includes slurry seal between portables as highlighted where accessible.11. Contractor to provide individual unit cost for scope of work items.12. Contractor to protect in place existing valve covers/lids. 13. Contractor to be responsible of removal and export of debris created by scope of work.14. Contractor to be responsible of removal of own trash created by scope of work.

anajjar
Text Box
              Scope of Work                 Remove and Replace                     Grind and Overlay

anajjar
Correct

anajjar
Correct

anajjar
Correct

anajjar
PolyLine

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Dimension
9"

anajjar
Dimension
9"

anajjar
Dimension
1 1/2"

anajjar
Dimension
18"

anajjar
Line

anajjar
Line

anajjar
Dimension
CRACK > 3/4"

anajjar
Polygon

anajjar
Callout
GRIND AND OVERLAY TO BOTTOM OF CRACK

anajjar
Text Box
DETAIL A - ASPHALT CRACK REPAIR

anajjar
Rectangle

anajjar
Text Box
NTS

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
PolyLine

anajjar
Rectangle

anajjar
PolyLine

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Line

anajjar
Polygon

anajjar
Dimension
18"

anajjar
Dimension
1 1/2"

anajjar
Callout
EXISTING CONCRETE

anajjar
Dimension
CRACK > 3/4"

anajjar
Callout
GRIND & OVERLAY SECTION SHOWN , TAPER TO BOTTOM OF CRACK

anajjar
Text Box
DETAIL B - ASPHALT-CONCRETE CRACK REPAIR

anajjar
Rectangle

anajjar
Text Box
NTS



ID Task
Mode

Task Name Duration Start Finish

1 Preconstruction 44 days Mon 4/18/22 Fri 6/17/22

2 Bid Solicitation 7 days Mon 4/18/22 Tue 4/26/22

3 Job Walk - Non-Mandatory 1 day Wed 5/4/22 Wed 5/4/22

4 Addenda Process 9 days Thu 5/5/22 Tue 5/17/22

5 Bid Date 1 day Wed 5/18/22 Wed 5/18/22

6 Potential Award 5 days Thu 5/19/22 Wed 5/25/22

7 Precon Mtg 5 days Thu 5/26/22 Thu 6/2/22

8 Submittals 10 days Thu 5/26/22 Thu 6/9/22

9 Last Day School - 21/22 1 day Fri 6/17/22 Fri 6/17/22

10 First Day School - 22/23 1 day Thu 8/18/22 Thu 8/18/22

11 Construction 40 days Mon 6/13/22 Mon 8/8/22

12  Liberty School of Innov 6 days Tue 7/5/22 Tue 7/12/22

13 Prep 2 days Tue 7/5/22 Wed 7/6/22

14 Slurry/Seal 2 days Thu 7/7/22 Fri 7/8/22

15 Striping 1 day Mon 7/11/22 Mon 7/11/22

16 Dry Time 1 day Tue 7/12/22 Tue 7/12/22

17 Discovery School of the Arts 6 days Fri 7/15/22 Fri 7/22/22

18 Prep 2 days Fri 7/15/22 Mon 7/18/22

19 Slurry/Seal 2 days Tue 7/19/22 Wed 7/20/22

20 Striping 1 day Thu 7/21/22 Thu 7/21/22

21 Dry Time 1 day Fri 7/22/22 Fri 7/22/22

22 Parkview Prep 6 days Tue 7/19/22 Tue 7/26/22

23 Prep 2 days Tue 7/19/22 Wed 7/20/22

24 Slurry/Seal 2 days Thu 7/21/22 Fri 7/22/22

25 Striping 1 day Mon 7/25/22 Mon 7/25/22

26 Dry Time 1 day Tue 7/26/22 Tue 7/26/22

27 West Palms Conservatory 6 days Thu 7/21/22 Thu 7/28/22

28 Prep 2 days Thu 7/21/22 Fri 7/22/22

29 Slurry/Seal 2 days Mon 7/25/22 Tue 7/26/22

30 Striping 1 day Wed 7/27/22 Wed 7/27/22

31 Dry Time 1 day Thu 7/28/22 Thu 7/28/22

4/18 Bid Solicitation

5/4 Job Walk - Non-Mandatory

5/5 Addenda Process

5/18 Bid Date

5/19 Potential Award 

5/26 Precon Mtg

5/26 Submittals 
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ID Task
Mode

Task Name Duration Start Finish

32 Brentwood School of Env 6 days Mon 7/25/22 Mon 8/1/22

33 Prep 2 days Mon 7/25/22 Tue 7/26/22

34 Slurry/Seal 2 days Wed 7/27/22 Thu 7/28/22

35 Striping 1 day Fri 7/29/22 Fri 7/29/22

36 Dry Time 1 day Mon 8/1/22 Mon 8/1/22

37 Village STEAM 6 days Wed 7/27/22 Wed 8/3/22

38 Prep 2 days Wed 7/27/22 Thu 7/28/22

39 Slurry/Seal 2 days Fri 7/29/22 Mon 8/1/22

40 Striping 1 day Tue 8/2/22 Tue 8/2/22

41 Dry Time 1 day Wed 8/3/22 Wed 8/3/22

42 Ralph Baker 21 4 days Fri 7/29/22 Wed 8/3/22

43 Prep 1 day Fri 7/29/22 Fri 7/29/22

44 Slurry/Seal 1 day Mon 8/1/22 Mon 8/1/22

45 Striping 1 day Tue 8/2/22 Tue 8/2/22

46 Dry Time 1 day Wed 8/3/22 Wed 8/3/22

47 Challenger School 4 days Mon 8/1/22 Thu 8/4/22

48 Prep 1 day Mon 8/1/22 Mon 8/1/22

49 Slurry/Seal 1 day Tue 8/2/22 Tue 8/2/22

50 Striping 1 day Wed 8/3/22 Wed 8/3/22

51 Dry Time 1 day Thu 8/4/22 Thu 8/4/22

52 Puesta Del Sol 5 days Tue 8/2/22 Mon 8/8/22

53 Prep 2 days Tue 8/2/22 Wed 8/3/22

54 Slurry/Seal 1 day Thu 8/4/22 Thu 8/4/22

55 Striping 1 day Fri 8/5/22 Fri 8/5/22

56 Dry Time 1 day Mon 8/8/22 Mon 8/8/22

57 Project Completion 5 days Mon 8/8/22 Fri 8/12/22

58 Punchlist 5 days Mon 8/8/22 Fri 8/12/22
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